
1.	Connect the serial interface cable to the OBD plug on your motorcycle. 
	 CAUTION: If you are using an interface cable with an additional red 
	 alligator clip (e.g. ZU-RV09E), please connect this to the positive terminal 	
	 of your battery.

2.	Select the menu group “Tuning”: 	

3.	Select the appropriate vehicle make and model. (If your model is not 
	 listed, select another model of the same make and the RexXer EVO will 	
	 automatically look for the required firmware for communication with the 	
	 ECU!)

4.	When asked: “Original file is missing: start reading?” click on the answer 	
	 “Yes” and follow the menu instructions.

5.	When asked: “Do you want to write the data?” click on “Yes”.

6.	Select the desired tuning mapping via the touchscreen menu 
	 and write it to your ECU while following the menu instructions.
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After successfully loading of the tuning mapping, it is necessary to perform a TPS reset and a 
reset of the sensor parameters. For new vehicle models equipped with ride-by-wire functionality, 
et cetera, you also have to reset the ride-by-wire via the APS reset service function. You will find 
the service functions in the menu “Diagnostics/vehicle list”. Select the appropriate vehicle make 
and model. (If your model is not listed, select another model of the same make and the RexXer 
EVO will automatically look for the required firmware for communication with the ECU!)

We recommend that you perform all the available resets in the service menu. Afterwards we 
also recommend that you run the motorcycle on a stand for about 15 minutes without using the 
throttle! That way the sensor values, et cetera, stored in the control unit are “retrained”.
 

							     
Scope of supply
 
-	 RexXer EVO “User”  
-	 USB 2.0 connecting cable, Type A to mini B (5 pin) for 
	 connecting 	the RexXer to your computer
-	 Serial OBD standard interface cable for 
	 connecting the RexXer to your vehicle.
- 	RexXer-USB stick (this contains the necessary 
	 connection 	software and a detailed user manual etc.)

The use of RexXer products will result in a loss of vehicle type approval and with it the insurance protection; 
the vehicle may no longer be ridden on public roads!

...finished!!


