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Delivery of RexXer „User“ 
 
The following four positions are included with the RexXer „User“: 
 
1) RexXer„User“; the terminal which allows communication with the ECU 
of your machine. 
 
2) USB cable to connect your PC with the RexXer 
 
3) Serial interface cable for connecting the RexXer „User“ service plug 
on your bike in order to enable communication with the ECU. 
 
4) CD with software platform for communication between PC and RexXer 
„User“, demo movies, manual and divers document’s.  
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Operation of the RexXer „User“ 
 
The RexXer „User“ is delivered with pre-installed mapping and is 
ready to use - it has not previously be connected to the PC, but can 
be connected directly to the bike! 
 
WARNING! Before using the RexXer „User“ make sure that the 
battery of your motorcycle is fully loaded. 
 
In front of the operation, you have to install the appropriate firmware for 
the motorcycle to be flashed with the provided software RexXer Pro 
Moto and the USB cable using a PC to the RexXer. The exact procedure 
is described in section firmware installation! 
 
When you have completed this step, you can proceed as follows: 
 
1) Connect the supplied serial interface cable to the RexXer „User“,  
the previously used USB cable must not be connected to the device* ! 
 
2) Connect the other end of the serial interface cable to the diagnostic 
connector/service plug of your motorcycle. 
 
3) Now connect the positive terminal of the battery with the color-coded 
alligator clip (not available/necessary for all interface cables). 
 
4) The display of RexXer „User“ turns on automatically and  
you can start programming by following the self-explanatory menu**. 
 
Notes: 
* Do not take the RexXer via the USB cable of your PC/notebook and 
simultaneously connect over the serial interface cable with the bike, otherwise 
briefly flies too much tension in the device and there is damage! 
 
** The reading of the original map may take up to 45 minutes, depending of the 
ECU type! The reading starts prompt automatically after the confirmation, you 
do not have to be present the entire time and can already start installing the 
software RexXer Console Moto, as described from page 7. 
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IMPORTANT: 

Please note that your loaded RexXer tuning mapping will 
be overweritten during an update via Workshop tester or another 
RexXer- device and the RexXer „User“ is locked then! Therefore we 
recommend to flash back the original mapping in advance before each 
service. 
 
Nevertheless, if an update has been installed by the tester, the RexXer 
„User“ loses its access and is locked, the device must be sent to your 
dealer or directly to Daniele Moto Int. for an unlock. The service fee for 
unlocking a RexXer „User“ is 150,00 € (incl. 19% VAT) per unit. 
 
At the end of each programming and after each reading of a map, it’s 
necessary to make the TPS reset and the sensor parameters reset. 
These functions can be found in the menu item Other function. 
These service functions are not supported by all types of ECU! For 
example the ECU Siemens M3C, leads from the TPS reset 
automatically! KTM models please let 15 min in the state of running 
without throttle after programming. The TPS reset and the sensor 
parameters can be reset at this time run independently. 
 
Here is an overview of the current level of service functions of the 
RexXer support ECU types: 
http://www.rexxer.eu/downloads/rexxer_ecu_functions.pdf 
 
Start the engine and enjoy the new driving experience! 
 
PLEASE NOTE: The votes of available tunes for the RexXer „User“ were 
performed on a professional dyno. To ensure maximum performance, it 
should be noted that the tunes used with the constellation of the vehicle 
corresponds to the changes made. Furthermore, you should be noted 
that the climatic conditions of your region can play a role in the outcome 
to be achieved. 
 
MAINTENANCE: No maintenance is required. 
 
NOTE: Due to the reprogramming of the injection with the 
RexXer the operating license expires. The use of the motorcycles with a 
tune is allowed only for sporting purposes and designated routes. We 
disclaim any responsibility for damage to persons or objects, which are 
due to improper use of the motorcycle. 
 

http://www.rexxer.eu/downloads/rexxer_ecu_functions.pdf
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CAUTION: It is prohibited to make any changes and/or improper 
interventions to the system. Daniele Moto International disclaims any 
responsibility that is due to incorrect, improper or fraudulent way of 
dealing with the system. With any kind of tampering, or improper use of 
the device will void the liability and the warranty expires. 
 
The Programming should be done strictly with the help of this 
manual! 
 
 

BMW motorcycle 
 
Because each bike, even the same model, use a different mapping, 
because of the different firmware versions, we cannot provide Tuning-
mappings for BMW motorcycles in front. Please never use an existing 
Tuning-mapping of the same model for a different vehicle, as it will 
lead to major problems and the ECU will blocked! To obtain a tuning 
mapping, please proceed as described in the quick guide for BMW Bikes 
you have received together with your Rexxer „User“. Send us the 
previously read Original-mapping. Regarding on your set-up, we will 
create a suitable Tuning-mapping, based on the submitted Original. You 
then normally receive (depending on model and equipment features) 
within 1 day the desired Tuning-mapping back. 
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Installing the software  
 
We describe how to install the software RexXer Console Moto from 
version 4.01 on a PC with the Windows 7® operating system, as is 
required for the use of RexXer „User“. 
  
1) To do this, insert the included CD into the drive, open the folder 
software and install the software contained executable file. Follow the 
installation setup, which opens immediately after you run the exe-file. 
  

 
 
Whether you have the latest version, you can check here and 
possibly download: http://www.rexxer.eu/downloads.cfm 
 

http://www.rexxer.eu/downloads.cfm
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2) Select the appropriate language for the installation and follow the 
installation instructions on the setup. 
 

 
 
Please make sure that the RexXer „User“ is not yet connected at 
this time to the USB cable and your PC. If you do, please 
disconnect now and also all other devices/hardware which are 
connected via USB. After installation, you can connect all the 
equipment again. 
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3) You will receive a warning that the publisher of the driver software 
could not be verified. Please continue with the installation and confirm 
accordingly. 
 

 
 
After installation, the software starts automatically and you see the 
menu interface in English as shown below. 
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Language selection  
 
To select or change the language, click on Language  in the menu bar 
and select the appropriate language from the hook set. The new 
language is then stored permanently! 
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Installing the USB driver 
 

USB 3.0 / 2.0 / 1.0 compatible 

 
Automatic installation 
 
After the software is installed and you have selected the appropriate 
language, please connect the RexXer via the included USB cable to your 
PC. Depending on the operating system, the now require USB driver for 
the RexXer „User“ will be automatically installed. At bottom left of the 
screen in the task bar, you will see the application Installing device 
driver software. 
 
After installation is complete, you will then receive a notice of 
completion. 
 
Note: After each new installation of the software RexXer Console Moto 
the USB driver must be installed again! 
 
Otherwise, you will receive the following error message after trying to 
connect the RexXer about the software: 
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Manual installation 
 
If you connect the RexXer after the wizard should not open by itself, you 
can alternatively run the installation using the Device Manager. Proceed 
as follows: 
 
1) Open the Device Manager via Control Panel > System and Security 
> System > Device Manager or use the shortcut Windows® + Break 
deeds and click the Device Manager on the left side. 
 

 
 
2) You then see the missing driver for the USB controller USB <-> Serial 
Cable, this is indicated by an exclamation mark. 
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3) Move the cursor to the controller and open the options with the right 
mouse button and select Update Driver. 
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4) Select the option Search automatically for updated driver software 
and follow the instructions and install the USB driver. 
 
NOTE: If the Hardware Update Wizard or Found New Hardware 
Wizard should not find the USB driver automatically, you still have 
the option to let the driver install manually, the driver you need is in 
the following directory, after installation of the software RexXer 
Console Moto: C:\Programme\USBDEVICEDRV\Driver\Driver 
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Save the original mapping on the computer 
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Speichern des Original-Mapping auf dem PC 
 
The firmware is needed for the communication between RexXer 
„User“ and the corresponding ECU types, to make a connection 
between the device and the ECU which is installed in the vehicle. 
The firmware is independent of the later used tuning-mapping! 
 
1) Run the software RexXer Pro Moto and press Link. 
 
2) The connection is established and you get a window with the Car 
selection. 
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Storing the original map 
 
About the reading of the original map, the RexXer „User“ receives the 
connection to the ECU and can communicate with it! 
 
You can save the original mapping only if you previously have read 
on the motorcycle with the RexXer „User“! This happens 
automatically when you connect the t RexXer "User" (tuning 
mapping must already exist in the RexXer „User“ - standard 
configuration when shipped) for the first time with the bike and 
follow the instructions in the display of the device! 
 
1) Connect the RexXer with the PC, launch the software RexXer 
Console Moto and press the button Link. 
 

 
 
2) Click Read ORI and it will automatically open a window for saving the 
original mapping you have read, select the folder in which you want to 
store the file. 
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Tip: The original mapping can also just be stored on your desktop and 
archive it later if necessary. 
 
Important Note: Please do not put the folder in the source directory  
C:\Daniele-Moto of the software! A future software update will 
overwrite this directory and all folders and files which are stored 
are unusable 
 
3) Select the folder and give the file a name. We recommend you to use 
the name of the motorcycle model for example, so you can identify the 
file easily for later use . It is not necessary to assign a file extension, 
but this is optional.  
 
Note: The original mapping is now saved on your computer, it is 
nevertheless still permanently in the memory of the RexXer „User“! 
Until you flash it back to the ECU, eventually. 
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Storing the original map 
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Change the (tuning)-mapping 
 

In order to write another tuning mapping, or if you want to flash an 
original mapping using the RexXer „User“ for  a Ducati model with 
Siemens or Mitsubishi Melco M3C ECU, you proceed as follows: 
 
1) Run the software RexXer Console Moto and make the connection to 
the device. 
 

 
 
2) Press the button Upload MOD and select the new mapping, which 
you want to import into the RexXer „User“. 
 
3) This will open a new window, giving you an overview of the internal (2) 
memories from the device. In our example, the previously-established 
mappings were described MTS1200_LN_VN_T1. These are T1-tuning-
mapping’s  for a Ducati Multistrada 1200. You cannot influence this 
description, the description is given in the map creation - the display of 
the name is used here as information and cannot be changed. 
 
In order to install the new mapping, just ensure  that the selection point is 
set in the first line - as in our example and then click Ok. Now, the new 
mapping will be transferred (in our example a C1-tuning mapping) in the 
internal device-memory 1. 
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3) Select the first line Modified #1 and assign a name in the input field 
on the right side. This name is used only for subsequent identification of 
the map in the RexXer, to make sure you will select the correct map! 
 

 
 
 
4) After programming, you will receive a completion message. 
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5) Please repeat the process again, by using the button Upload MOD, 
choose the same mapping again what you have previously written inti 
the device- memory 1 and set now the selection point into the second 
row and then click Ok again. 
 

 
 
6) After occurred programming, you will see again the final message - 
the installation of the tuning mapping is complete. 
 
Overriding the two internal memory does not affect the original 
mapping, which is also still in the unit! The original mapping can 
only be removed from the device by flashing it back into the ECU. 
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Now, the new tuning mapping, in our example, the file 
MTS1200_VN_LN_C1_UP2 is located in the RexXer „User “ and in both 
locations. It is important to be able to guarantee that the RexXer „User“ 
only will use the newly installed mapping and the previously installed one 
is completely overwritten. 
 
The RexXer „User“ is now ready for use and can be connected 
directly to the motorcycle! Then, the new mapping what you've just 
installed will be flashed to the ECU by the installation routine of the 
RexXer „User“ and the old file will be overwritten. 
 
Note: At this point, the original mapping is not backed up again, 
because is still in the internal memory at this point is! The RexXer 
„User“ only overwrites the tuning-mapping in the ECU. 
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Firmware versions 
 
As you have seen in the selection of available vehicles, there are 
different firmware versions for the various vehicles available. 
 
For DUCATI we currently distinguish 4 different versions: 
 
133 = For all models with ECU type Magneti Marelli IAW 15M, such 
as Monster 900, MHE 900 etc. 
This firmware version is only be used in the earlier models. 
 
119 = For all models with ECU type Magneti Marelli IAW 59M/5AM , 
such as 999, 1098, Streetfighter etc. 
This firmware version includes the most Ducati models and is most 
commonly used! 
 
132 = For all models with ECU type Siemens/VDO, such as Monster 
696, Hypermotard 1100 EVO etc. 
This firmware version is used for the new Monster and Hypermotard 
models. 
 
134 = For all models with ECU type Mitsubishi MELCO, such as 
Multistrada 1200, Diavel and 1199 Panigale 
This firmware version is used for the new Multistrada 1200, Diavel and 
1199 Panigale models 
 
For all other brands only one or at most two firmware versions are 
currently used. 
 
If a model  should  not be found in the vehicle selection, 
please check which ECU type the machine has installed, either read the 
data directly from the ECU, or look in the RexXer Compatibility List, 
available online at 
http://www.rexxer.eu/downloads/rexxer_compatibility.pdf 
So if a vehicle model is not listed but you know which ECU-type the 
model is using, then simply take a different vehicle from the selection of 
the same ECU type. 
 
 
 
 
 

http://www.rexxer.eu/downloads/rexxer_compatibility.pdf
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ECU types 
 

Here you will find an overview of the ECU types which are possible to 
flash and more descriptions of the function: 
http://www.rexxer.eu/downloads/rexxer_ecu_functions.pdf 
 
For some ECU types it’s not possible technically to read the original map 
by using the RexXer.  Currently, this only affects the Ducati models with 
ECU Type Siemens VDO M3C and Mitsubishi MELCO. For these types 
of ECU a dummy will create by reading the original map. This includes 
among others the serial number of the ECU. 
But we found a way to read the original maps of the affected types of 
ECU in the open state with a special process and so we are able to 
make it available as needed. The data such as firmware number, 
microprocessor type etc. of the already read Original-Mappings are 
stored in deploying the firmware on the vehicle selection in the RexXer. 
The RexXer then makes when reading the original mapping a check and 
reviews whether the data of the currently processed ECU already exist. If 
not, the RexXer shows you then a warning message on the display, 
Impossible to save the original file. On most models, the existing 
Mapppings are compatible and can be used. As we cannot generalize 
this, we ask you to contact us in this case and give us the data of the 
ECU, we will then give notice of the examination process what you have 
to do. By pressing the green arrow button, the program will be continued 
and read the dummy, by pressing the red X button, the program aborted. 
 
 

http://www.rexxer.eu/downloads/rexxer_ecu_functions.pdf
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LOG-File 
 
If something does not work out as it should, then you have the ability to 
generate and save a log file by pressing the button Read LOG. It is the 
LOG-book of the RexXer, it demonstrating all the steps that were taken 
with the device. 
 

 
 
This file you can send us together with the original map (if already 
available on this point). So we will get the opportunity to obtain us a 
picture of the situation to give you support. Please send us the file or the 
files as needed to info@rexxer.eu. 
 
Note: The log file will be recreated as needed for each ECU/each 
task! 

mailto:info@rexxer.eu
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FAQ 
 
Here you will find a small selection of frequently asked questions and 
their answers. In case you have a question that is not listed here and 
cannot even answered by yourself, please contact us and we will help 
you. 
 
- Is it allowed to connect the USB and serial interface cable of the 
RexXer simultaneously? 
No! You may never use RexXer via the USB cable to your PC/notebook 
and simultaneously connect over the serial interface cable to your bike, 
otherwise briefly flies too much tension in the device and it comes to 
damage. 
 
- The ECU is empty, when I read the original mapping or what 
happens to the map? 
No, the ECU isn’t empty! If you read the original map, it is merely copied, 
then the ECU is located in the same condition as before the reading! 
Then save the original mapping on the PC and back it off so well. Only if 
you then flash the ECU with a tune, the original mapping in the ECU is 
overridden. 
 
- How do I know whether there are currently maps in the RexXer? 
You must restart the software RexXer Console Moto and connect. If the 
button erase flasher is visible and you can also applying; if it’s possible to 
delete the RexXer „User“ – then the original mapping is back on the 
ECU, and therefore not the tuning-mapping. 
If the button delete Flasher is not visible or usable, the tuning-mapping is 
in the ECU! 
 
- What can I do if a vehicle cannot be found in the selection of the 
firmware? 
If a model  should  not be found in the vehicle selection, 
please check which ECU type the machine has installed, either read the 
data directly from the ECU, or look in the RexXer Compatibility List, 
available online at 
http://www.rexxer.eu/downloads/rexxer_compatibility.pdf 
So if a vehicle model is not listed but you know which ECU-type the 
model is using, then simply take a different vehicle from the selection of 
the same ECU type. 
 

 

http://www.rexxer.eu/downloads/rexxer_compatibility.pdf
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IMPORTANT: Please note that your loaded RexXer tuning mapping will 
be overwritten during an update via Workshop tester or another RexXer 
device and theRexXer "User" is locked then! Therefore we recommend 
to flash back the original mapping in advance before each service. 
 
Nevertheless, if an update has been installed by the tester, the RexXer 
„User“ loses its access and is locked, the device must be sent to your 
dealer or directly to Daniele Moto Int. for an unlock. The service fee for 
unlocking a RexXer „User“ is 150,00 € (incl. 19% VAT) per unit. 


